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initial training no later than the date 
specified in paragraph (f)(1)(i), (f)(1)(ii), 
or (f)(1)(iii) of this section whichever is 
later. 

(i) The date 6 months after the date 
of startup of the affected facility; 

(ii) The date prior to the day the per-
son assumes responsibilities affecting 
municipal waste combustor unit oper-
ation; or 

(iii) December 19, 1996. 
(2) Annually, following the initial re-

view required by paragraph (f)(1) of this 
section. 

(g) The operating manual required by 
paragraph (e) of this section shall be 
kept in a readily accessible location for 
all persons required to undergo train-
ing under paragraph (f) of this section. 
The operating manual and records of 
training shall be available for inspec-
tion by the EPA or its delegated en-
forcement agency upon request. 

[60 FR 65419, Dec. 19, 1995, as amended at 62 
FR 45126, Aug. 25, 1997; 71 FR 27337, May 10, 
2006] 

§ 60.55b Standards for municipal 
waste combustor fugitive ash emis-
sions. 

(a) On and after the date on which 
the initial performance test is com-
pleted or is required to be completed 
under § 60.8 of subpart A of this part, no 
owner or operator of an affected facil-
ity shall cause to be discharged to the 
atmosphere visible emissions of com-
bustion ash from an ash conveying sys-
tem (including conveyor transfer 
points) in excess of 5 percent of the ob-
servation period (i.e., 9 minutes per 3- 
hour period), as determined by EPA 
Reference Method 22 observations as 
specified in § 60.58b(k), except as pro-
vided in paragraphs (b) and (c) of this 
section. 

(b) The emission limit specified in 
paragraph (a) of this section does not 
cover visible emissions discharged in-
side buildings or enclosures of ash con-
veying systems; however, the emission 
limit specified in paragraph (a) of this 
section does cover visible emissions 
discharged to the atmosphere from 
buildings or enclosures of ash con-
veying systems. 

(c) The provisions specified in para-
graph (a) of this section do not apply 

during maintenance and repair of ash 
conveying systems. 

[60 FR 65419, Dec. 19, 1995, as amended at 62 
FR 45126, Aug. 25, 1997] 

§ 60.56b Standards for air curtain in-
cinerators. 

On and after the date on which the 
initial performance test is completed 
or is required to be completed under 
§ 60.8 of subpart A of this part, the 
owner or operator of an air curtain in-
cinerator with the capacity to combust 
greater than 250 tons per day of munic-
ipal solid waste and that combusts a 
fuel feed stream composed of 100 per-
cent yard waste and no other munic-
ipal solid waste materials shall at no 
time cause to be discharged into the 
atmosphere from that incinerator any 
gases that exhibit greater than 10-per-
cent opacity (6-minute average), except 
that an opacity level of up to 35 per-
cent (6-minute average) is permitted 
during startup periods during the first 
30 minutes of operation of the unit. 

[60 FR 65419, Dec. 19, 1995, as amended at 62 
FR 45126, Aug. 25, 1997] 

§ 60.57b Siting requirements. 
(a) The owner or operator of an af-

fected facility shall prepare a mate-
rials separation plan, as defined in 
§ 60.51b, for the affected facility and its 
service area, and shall comply with the 
requirements specified in paragraphs 
(a)(1) through (a)(10) of this section. 
The initial application is defined as 
representing a good faith submittal as 
determined by EPA. 

(1) The owner or operator shall pre-
pare a preliminary draft materials sep-
aration plan and shall make the plan 
available to the public as specified in 
paragraphs (a)(1)(i) and (a)(1)(ii) of this 
section. 

(i) The owner or operator shall dis-
tribute the preliminary draft materials 
separation plan to the principal public 
libraries in the area where the affected 
facility is to be constructed. 

(ii) The owner or operator shall pub-
lish a notification of a public meeting 
in the principal newspaper(s) serving 
the area where the affected facility is 
to be constructed and where the waste 
treated by the affected facility will pri-
marily be collected. As a minimum, 
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